
  
 

NEW ELEVETOR TANK 
R.C. WATER STORAGE TANK 
 
NEW ELEVETOR TANK 
 
NEW ELEVETOR TANK is used to build in situ r.c. 
tanks for water storage. 
The forming system creates a slab supported by a 
matrix of pillars, which gives the structure a high 
load-bearing capacity: the crawl space beneath is 
perfectly suited for the use as a water storage tank. 
The slab can be covered with soil in case it needs to 
be integrated into the landscape, or used as-is for 
transit of vehicles of any type. 
 

 
Advantages 
 

 High water-storage capacity over a small 
surface (tank depth of up to 2.5 m) 

 High load-bearing capacity, suitable even for 
dynamic loads by HGVs. 

 High job-site productivity 
 Simple job-site logistics & handling 
 Low concrete consumption 
 Made with recycled material 
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WATER STORAGE VOLUME 
 

h Tank capacity Concrete 
consumption h Tank capacity Concrete 

consumption
[cm] [m3/m²] [l/m²] [m3/m²] [cm] [m3/m²] [l/m²]  [m3/m²] 
80 0.564         564  0.078 170 1.464       1.464  0.167 
90 0.664         664  0.088 180 1.564       1.564  0.176 

100 0.764         764  0.098 190 1.664       1.664  0.186 
110 0.864         864  0.108 200 1.764       1.764  0.196 
120 0.964         964  0.118 210 1.864       1.864  0.206 
130 1.064      1.064  0.127 220 1.964       1.964  0.216 
140 1.164      1.164  0.137 230 2.064       2.064  0.225 
150 1.264      1.264  0.147 240 2.164       2.164  0.235 
160 1.364      1.364  0.157 250 2.264       2.264  0.245 

h = inner depth of the tank 
 

 
 

LOAD CHART NEW ELEVETOR H150 
 

Loads Slab 
thickness 

Ground slab 
thickness [Rck25]

Gravel 
thickness

Pressure on 
the ground Welded mesh 

LOADS 
TYPE 

[t] [cm] [cm] [cm] [kg/cm2]
Rebar 

diameter 
[mm] 

Rebar 
mesh 
[cm] 

1th CAT. 60 15 20 35 0,87 Double 
 φ 8 20x20 

2nd CAT. 45 10 15 30 0,93 φ 8 20x20 

*reference standard for accidental loads is Eurocode.  
 

 
 

DETAILS 
 

Fig. 1 – Polystyrene filler strip 
along perimeter wall. 

Fig. 2 – cut form supported by wood 
panelist along the perimeter wall 

Fig. 3 – pillar reinforcement 
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